_ TETRA TECH, INC. Project: Vandenberg Air Force Base
4213 State St., Suite 205 Log of Well No. 7-MW-2
Santa Barbara, CA 93101
Telephone (805) 681-3100 Location; OUS, Site 7, Bear Creek Canyon Pond, approx. 1400 ft west
FAX (805) 631-3108 of intersection of Bear Creek Canyon and Surf Road.
Date Started: 6/9/94 Completed: 6/16/94 4" PVC Blank Casing:  from 0 fibgs 0 309 bgs
Logged By: J. Rohrer Checked By:&\l’lpg_\%&él}; RG 010 " Screened Casing:  fro;  30.9 g bgs to 0.9 g bgs
Drilled By: T. De Vires, Layne Env. Bentonite/Cement Grout: from 1.5 & bgs to 18 & bgs
Drilling Equipment:  CME 750, HSA Bentonite Transition Seal:. o 18 ft bgs to 23.5 ft bgs
Sampling Equipment: 2" ID Split-spoon 2/12  Sand Filter Pack: from  23.5 ftbgs to 55 ft bgs
GS Elev.: 76.0  ft above MSL TD: 62.0 ft bgs TOC Elev.: 78.02 ftabove MSL
= B
=8 Graphic/ Congg%lcl:tion 2lz 85| § E g =
B2 DESCRIPTION USCS Bl555|8 2/ £2| REMARKS
AEe AR OAlS 812 g
sand-silty sand (7.5YR 3/2), fine grained, minor silt, well [ |- {|SP-SM [}«2e3s Terele 2 100 | 0/0 |Start 1235.
sorted, subangular to rounded, moderate iron staining, loose, DOCH [0 2 Sample VIMW2-0
L dry, roots, dune sand. ] Lerees :':::' 3 sent for chemical
KR IS0 I 0 4 tests.
i 5 0 v NOTE: 7-MW-2
- / completed 10" east of
u - /\ original hole due to
- / /// heaving sands.
J Orignial hole(8" dia.)
B i / / 2 100 | 0/0 |was abandoned with
. év 3 bentonite/cement
51— 4 grout.
. % //% /\ Sample VIMW2-5
i \\ sent for chemical
| / /// tests.
iR
- : 4, /lﬁ
B Same, except medium dense, moist, no roots. E / /év 5 100 | 0/0
.'-_ 7
o (I
. ample -10
‘ > /\ Sample VIMW?2
/ // sent for chemical
a R > /\\‘ tests.
oo ____] K U
silty sand dark yellowish brown (10YR 3/6), fine to medium ] T ISM Q
B grained, moderately sorted, subangular to rounded, moderate |°{ 1| / // 5 100 | o0/0
iron staining, medium dense, very moist, alluvium. \\‘y 8
151
v % //A 13 Sample VIMW2-15
/‘Q s | 100 | oo [|end VIMW2-16 sent
- / // 7 for chemical tests
! / /Q A 9 (replicates).
| 4
i Z &
Same, except very dense, wet. . ;- ) y 159 67 0/0
16.6 ft bgs ¥ Groundwater depth during drilling 15.2 ft bgs ¥ Groundwater depth after well development on: 7/21/94
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TETRA TECH, INC.

4213 State St., Suite 205
Santa Barbara, CA 93101
Telephone (805) 681-3100
FAX (805) 631-3108

Log of Well No.

7-MW-2

Project: Vandenberg Air Force Base

Location; OUS, Site 7, Bear Creek Canyon Pond, approx. 1400 ft west|
of intersection of Bear Creek Canyon and Surf Road.

5% Graphic/ | Construction | 2|5 25| % 5| & &
B2 DESCRIPTION USes Elg2 5|88 58| REMARKs
Qe R oalL [a]
silty sand dark yellowish brown (10YR 3/6), fine to medium -] -]-ISM 31 67 0/0
grained, moderately sorted, subangular to rounded, moderate |1 1]
|- iron staining, very dense, wet, alluvium.
i 17 | 100 | 0/0
23
251 s . 31
ame, except dark grayish brown (2.5Y 3/2).
B Sk 5 56 0/0
NS 12
30| _ 1. 18 )
1. Start of PVC vee-wire
I screen.
- 17 100 | 0/0
32
351 =l 42
’ s Sample VIMW2-35
sent for physical tests.
- Heaving sands at 35'
bgs.
20 100 0/0
150 for 5™
401
Heaving sands.
- silty sand black (2.5Y 2.5/1), fine to medium grained, -
moderately sorted, subangular to rounded, very dense, wet, 1 15 0/0
alluvium, ] 28
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TETRA TECH, INC. Project: Vandenberg Air Force Base
)
4213 State St., Suite 205 Log of Well No. 7-MW-2
Santa Barbara, CA 93101
Telephone (805} 681-3100 Location: OUS, Site 7, Bear Creek Canyon Pond, approx. 1400 ft wes
FAX (805) 631-3108 of intersection of Bear Creek Canyon and Surf Road.
—_ . Well - = &
5% Graphic/ Construction 2|z 2| & E g &
§0 DESCRIPTION EI2 258 8|23 REMARKS
it USCSs A3L|S g
QE ZH ISR - é E
silty sand black (2.5Y 2.5/1), fine to medium grained, - -] |SM 40
moderately sorted, subangular to rounded, very dense, wet, T1.H
alluvium. LT
7 | 100 | 0/0
MR 9
30 Same, except trace subangular to subrounded fine grained 4T 1
gravel fragments. NEE
| ‘clay biack (2.5Y 2.5/1), medium plasticity, very moist, = 7 ICL™ ~
alluvium.
% / 2 100 0/0
5
clayey sand black (2.5Y 2.5/1), trace gravel, loose, very ./ /SC
35 moist, alluvium. ’-‘//;/CL 7 D of 12
N " - - Q augcr =
ﬁ!v?iz:k (2.5Y 2.5/1), high plasticity, firm, moist, / 55.5' (second boring).
‘clayey silt very dark grayish brown (2.5Y 372), stiff, moist, ™ML~ 7 100 [ o/0
wood fibers, alluvium. 8
60 12
5 100 0/0
gravelly sand dark olive gray (5Y 3/2), fine to coarse Y 173 TD of 8" auger =
grained sand, fine gravel, subangular to rounded, medium ﬂ” ML 62'(original boring).
dense, very moist, alluvium. End 1620
\ — — - n .
%yfmy_;ll_t olive (5Y 5/3), low plasticity, very stiff, NOTE: Well
3 . construction diagram
corresponds to second
boring.
65
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